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The  pilot  reported  that  on  takeoff  roll  and  at 40 miles per hour, he raised the tail of the airplane.  Shortly after, the airplane
started  moving  to  the  left of the center of the runway.  The pilot reported he applied right rudder, but the airplane continued moving
left  as  if a brake was dragging.  The pilot reduced power in an attempt to abort the takeoff, but the airplane continued left off of the
runway  into the grass.  The propeller struck the ground and the airplane went up on its nose and over on its back.  An examination of the
airplane  revealed  no  anomalies.    The  reported  winds  at the Colorado Springs Municipal Airport, Colorado Springs, Colorado, 9 miles
south-southwest  of the airport was 100 degrees at 17 knots, gusting to 21 knots.  The owner of a fixed-base operation on the airport said
that  the  winds were out of the west that day, approximately 260 degrees, and they were gusting.  The owner could not provide an estimate
of the wind speed, but said the winds were strong enough that they suspended flying operations.
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The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
the  pilot's failure to maintain aircraft control during the takeoff roll and subsequent abort.  Factors relating to the accident were the
gusting crosswinds and the unsuitable terrain encountered when the airplane departed the runway.

Accident (Continued)

Occurrence #1:         LOSS OF CONTROL - ON GROUND/WATER
Phase of Operation:  TAKEOFF - ROLL/RUN

Findings
     1.  (C) AIRCRAFT CONTROL - NOT MAINTAINED - PILOT IN COMMAND
     2.  (F) WEATHER CONDITION - CROSSWIND
     3.  (F) WEATHER CONDITION - GUSTS
----------

Occurrence #2:         NOSE OVER
Phase of Operation:  TAKEOFF - ABORTED

Findings
     4.  (F) UNSUITABLE TERRAIN OR TAKEOFF/LANDING/TAXI AREA - ENCOUNTERED
     5.  TERRAIN CONDITION - GRASS
     6.  ABORT - ATTEMPTED - PILOT IN COMMAND

Findings Legend: (C) = Cause, (F) = Factor
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